
Direkte forfra
Front panel; Aluminum

Front panel; Silver

Modstand: mere end (AC) 70Ω
AC 15V. Supplied from Master station

Single-gang box (Requires DAW-P mounting plate.)

 (1-kall, DA Serie)

270g(approx.)

Round-gang box (60mm guided).

  surface cable run, through opening cut out on top or bottom of unit.
* Cable passes through Electrical box (round or single-gang box), or for

Spaening: AC 9.5～20V

Montering

DOR STATION

Electrical box

DESCRIPTION

DA-1DS
MODEL 

Unit color

Weight

El slutblik

■SPECIFIKATIONER

Kabinet

Stromforsyning

Ht.=1,300

Unit center

60

PRODUCT/SPECIFICATIONS
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UNIT DATO

REVISION
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8325E

evt. Rund-emonteringsboks
Hul for kabler

60
83
.5

center
●MONTERING

17
5

■PRODUKT TEGNING

Hojtaler

DA enhed

100

(bag-belyst)
Navneskilt 

Mikrofon

Opkaldstryk

DAW-P

22

Terminaler
(indvendigt i DA enhed)

Front panel



■KABLINGS DIAGRAM

Kald & kommunikation med svarstationer.
■FUNCTIONS
●

     (w/DA-1MD): Dor udlosning kun mulig under kommunikation
Dor udlosning

Dor automatik fra Aiphone EL-12S (12V AC 125mA, 12V DC 200mA) eller en lokal tybe 
■RESTRICTIONS
●

DESCRIPTION

MODEL NO.

FIG. NAME

FIG.NO. PAGE
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DATEUNIT

REVISION

2

mmWIRING/RESTR./FCN.

(Modstand: mere end (AC) 70Ω, Volt: AC 9.5～20V).

8325EDA-1DS-2-2

 (1-call, DA Series)DOOR STATION
DA-1DS

Dor automatik forsynes fra Dor station. ●

D

E

L

DA-1DS
Dor station

L

2 (Paralelle ledere)

DA-1MD or DB-1MD
terminalerne  D og E

Dor automatik
EL-12S

310m/φ1.0mm 

5 March, 2009

Hoved station

●

     (w/DB indvendig station): Dor udlosning altid muligt
                            button is pressed.


